
CLASS "B" CONCRETE

6" MIN.

#4 @ 12" C.C.

#5 @ 4" C.C.
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MINIMUM "N" & "M" IS 8"

"M" SHALL BE ONE NOMINAL

SIZE SMALLER THAN "N"

SEE DRAWING S-4 

FOR DETAIL OF

PIPE AT WALL
CLASS "A" CONCRETE

POUR TO SPRING LINE

OF PIPE

BEDDING AS

REQUIRED

4'  MINIMUM INTO

UNDISTURBED EARTH

CRUSHED STONE

BACKFILL

UNDISTURBED EARTH

OR ROCK

90 DEGREE BEND

(FULL SWEEP)

CENTERLINE OF 90 DEGREE BEND TO BE AT

SAME ELEVATION AS SPRING LINE

OF MAIN LINE SEWER OR PROVIDE A

MINIMUM OF 0.2 FOOT INVERT DROP

ACROSS MANHOLE.

SPECIAL TEE

*NOTE*  DROP ASSEMBLIES

ARE REQUIRED WHERE

THE FALL ACROSS THE

MANHOLE IS GREATER

THAN 15". IF UNDER 15",

SEE S-4A.

*NOTE* USE ONLY AS

DIRECTED BY THE ENGINEER.

S - 10

DRAWING NOT TO SCALE

MURFREESBORO WATER & SEWER DEPARTMENT

MAY 27, 1994

DRAWN BY:   A.H.W.F.
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MANHOLE

DROP CONNECTION

STANDARD

DRAWING NO.
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